
Designed to adapt to laser and inkjet printing, its multi-function 

appearance makes it the reference paper for office applications. Its rigidity 

gives it an excellent handling and guarantees you a passage in your 

machines without jam.

Its smoothness feel will only do your impressions more enjoyable.

Clairalfa has a wide range of substances and allows you to choose the 

support that best suits your printing needs.

NF EN ISO 536

NF EN ISO 534

NF EN ISO 534

NF ISO 11475

ISO 2470-2

ISO 8791-2

NF EN ISO 20287

NF ISO 2471

80

108

1.36

168

112

120

4.6

32

94

95

90

122

1.36

168

112

120

4.6

32

95

95

100

135

1.35

168

112

150

5.0

38

97

90

110

147

1.34

168

112

160

5.0

38

97

90

120

158

1.32

168

112

160

5.5

44

97,5

90

160

208

1.30

168

112

160

5.5

44

>98

90

200

260

1.30

168

112

160

5.5

44

>99

90

250

312

1.25

168

112

160

5.5

44

>99

90

300

345

1.15

168

112

120

6.0

48

>99

-

350

402

1.15

168

112

120

6.0

48

>99

-

Substance

Thickness

Bulk

Brightness

Bendtsen roughness 

Absolute humidity

Relative humidity

Opacity

Formation index

gsm

µm

cm3/g

CIE

ISO

ml/min

%H
2
O

% in the air

%

Index on 120

Sword measurement

Kajaani measurement

Technical specifications

Description
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Clairalfa
The reference of office papers Perfect touch

Extreme whiteness

Perfect uniformity

Excellent opacity

NF EN 12281ISO  9706

ISO 14001 ISO  9001

Paper certifications

Mill certifications

These values are not contractual.
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