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Taylor SA Tex Blockout 170g
Taylor SA Tex Blockout 170g is a PVC-free woven self-adhesive 100% polyester 
fabric with a blockout layer. The specially designed adhesive makes it possible to 
reposition and remove your graphics without leaving residues or damaging the 
surface it is applied on. Since this product complies with the EN 13501-1 norm for 
�re behaviour, it is an ideal solution for interior decoration.

 Compatible with (Eco)Solvent, Latex*, and UV-cure inks. 

Compatibility overview

 *On HP Latex printers manual loading and the use of edge holders is recommended to prevent head strikes

Physical characteristics

• Base material: Woven polyester   • Thickness textile: 190μ
• Release liner: Siliconized paper   • Thickness release liner: 145μ
• Blockout: 96%     • Total thickness: 330μ

Product code  Product size  Core diameter

Features

• PVC-free     • Exceptional colour density
• Re-positionable      • Strong polyester base
• Easy to mount     • EN13501-1: B-s1,d0 
• Does not leave any residues        

Applications

• Interior decoration    • Trade show graphics
• Retail advertising    
     

Shelf life and environment aspects

The shelf life of this media is 1 year under normal conditions (10°C – 35°C at a relative 
humidity 30% - 75%).  Higher humidity and/or temperature can a�ect the product 
performance. Always store the media in a dark place in its original packaging. 

760010-1067  1067mm x 30m  3 inch
760010-1372  1372mm x 30m  3 inch
760010-1524  1524mm x 30m  3 inch

Important:
Before using the media the user must examine the suitability of the media for each 
application. We shall not assume liability for non-performance of the media. 
Speci�cations are subject to change without notice.
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