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Parameters Reference Tolerance Double A  Double A 

Grammage, g/m2 ISO 536 ± 3 70 75 80 90 100 120 

Thickness, µm ISO 534 ± 2 100 102 108 108 120 130 

CIE Whiteness ISO 11475 ± 3 150 150 150 150 150 150 

Brightness D65, % ISO 2470-2 ± 3 103 103 103 103 103 103 

Opacity, % ISO 2471 >  91 92 93 94 95 96 

Bendtsen Roughness, ml/min ISO 8791-2 ± 30 90 90 90 60 60 60 

Bending Stiffness MD, mN ISO 2493 >  80 90 110 120 140 160 

Bending Stiffness CD, mN ISO 2493 >  40 45 55 60 70 80 

 

 

 

 

 

 

 

 

PRODUCT SPECIFICATIONS 

 

 

This product is manufactured by Double A (1991) PLC.                                          

Certifications: 

• ISO 9001:2015 (Quality management systems) 

• ISO 14001:2015 (Environmental management systems) 

• ISO 45001:2018 (Occupational health and safety management systems) 

• ISO 9706:1994 (Paper for documents - Requirements for permanence) 

• SEDEX (Supplier Ethical Data Exchange) 

• FSC (Forest Stewardship Council) Mix 70%, CoC has number SCS-CoC-006703 

• EU Timber regulation. 

 

Fly to the future 

with premium smooth paper for sharper and 

vibrant printing outputs. 

• Smoothness 

• Sharper Prints 

• Two-Sided Use 

 

Double A paper is a brand of high-quality 

paper that can be used for various types of 

printers, such as inkjet, laser, and copier. 

Product Information is given as an indication of typical values and is not to be considered as a commitment by the manufacturers. 


